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3. When ash pit door is installed at position “A” bolt ash can
guide angles in positions 1, 3 and 4.

When ash pit door is installed at position “B” bolt ash can
guide angles in positions 1, 2, 3 and 4. When bolting the
guide angle in position 1 be sure to place it on top of the
ash guide (used in this case to hold 2 halves of ash guide
together), with bolt head on underside of ash guide.

When ash pit door is installed at position “C" bolt ash can

1. Make sure that foundation for boiler base is level and
smooth.

2. Locate base so that ash pit door has ample clearance, isin 4.
a convenient location for can removal, that bin feed pipe -
will be in proper position in bin, and so there will be enough
room behind boiler for removal of the water coil. The ash pit
door and stoker may be installed on either side or front of
base convenient to coal bin. The bin feed on the stokercan 5,
be assembled to feed from either the right or left side of the

stoker.

guide angles in positions 1, 2 and 4.
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Apply boiler putty on top edge of base and set boiler in
place. Carefully seal between boiler and base, including
space between boiler and top of divider plate in base.

. Steam Boiler: Install pressure gage and limit switch (use

siphon loop as shown on piping diagram), safety valve, low
limit aquastat. Water gage and low water cut off shall be in-
stalled as shown on next page. (Do not install until finished
jacket is on boiler). Gage glass mounted low water cut off
must be used.

Hot Water Boiler: Install combination altitude gage and
thermometer and combination high, low and reverse acting
aquastat.

Bolt ash pit door in place.

. Wrap boiler with insulation which is furnished in 3 pieces.

The large piece covers the top and sides of the boiler. The
2 smaller pieces cover the front and rear of the boiler. 2
straps and clips are furnished to secure insulation to the
boiler. :
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